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ADDENDUM NO. 2 
 

TO 
SPECIAL PROVISIONS 

FOR  
MARKLEY CREEK CULVERT REPLACEMENT PROJECT 

Project No.  PW 141-9 
 
 

ISSUED: April 11, 2012 
 

This Addendum No. 2 must be signed by the bidder and attached to the CONTRACT 
PROPOSAL PACKAGE for consideration by the City.  The City reserves the right to disregard 
any proposal, which does not include this Addendum.  The City may waive this requirement at its 
sole discretion. 
 
 
Prepared By: 
Randell T. Harrison, P.E. 
 
 
 

 
BIDDER'S CERTIFICATION 

 
I acknowledge receipt of this Addendum No. 2 and accept all conditions contained herein. 
 

___________________________________ ______________________________________ 
Bidder       By:  
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Item 1:  The Construction Details (Special Provisio ns) are revised as follows: 
 

Sections C-51 is appended to Division C of the Cons truction Details as follows: 
 

SECTION C-51:  TEMPORARY WILDLIFE EXCLUSION FENCE 

Temporary wildlife exclusion fence, hereafter called “Temporary Silt Fence” shall conform to 
the requirements of the Biological Opinion in Appendix C, these special provisions, and as 
directed by the Engineer. 

Exclusionary fencing shall be furnished, installed, maintained, and removed to segregate all 
activity areas that are within 100 feet of or adjacent to potential California red-legged frog 
habitat to prevent the species from entering the project area. 

Materials 

Materials for temporary silt fence shall conform to the provisions in Section 20-2, "Materials," of 
the Standard Specifications.  

Temporary wildlife exclusion fence shall be a prefabricated silt fence with a minimum woven 
polypropylene fabric width of 48 inches, such that 36 inches will project above the ground after 
installation. Post stakes shall be longer to support the fabric. 

On the downstream side of the project, clean sand or gravel shall be used to mount the 
temporary silt fence and fill the interstices of the rock slope protection to prevent wildlife 
passage. The clean sand or gravel shall conform to the gradation requirements shown in the 
following table: 

Clean Sand and Gravel Gradation 
SIEVE SIZE  PERCENT PASSING  

1”  100  

¾”  60-90  

No. 4  25-60  

No. 30  0-20  

Installation 

Temporary silt fence shall be installed as described in these special provisions and in 
conformance with Detail SC-1 in the Caltrans Construction Site Best Management Practices 
Manual of the Caltrans Storm water Quality Handbooks and State Standard Plan T51. 

When joints are necessary, the temporary silt fence shall overlap a minimum of 6 inches with 
both posts tied together. 
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Temporary silt fences shall be maintained to provide for adequate sediment holding capacity. 
Sediment deposits shall be removed when the sediment deposit reaches approximately one-
third of the fence height. Removed sediment shall be deposited within the project in such a way 
that the sediment is not subject to erosion by wind or water, or as directed by the Engineer. 

Temporary silt fences shall remain until all construction activities are completed. When no 
longer required for the intended purpose, as determined by the Engineer, temporary silt fence 
shall be removed from the site of the work. 

Holes, depressions or any other ground disturbance caused by the removal of the temporary 
silt fence shall be backfilled and repaired in conformance with the provisions in the second 
paragraph of Section 15-1.02, "Preservation of Property," of the Standard Specifications. 

On the downstream side of the project, clean sand or gravel shall be placed on top of the rock 
slope protection to mount the temporary silt fence and prevent wildlife from passing underneath 
the fence. The sand and gravel mixture shall be delivered as a uniform mixture, and shall be 
deposited in a manner to avoid segregation. Compaction of the clean sand and gravel is not 
required. 

PAYMENT 

The quantity of temporary silt fence will be measured by the linear foot as determined from 
actual measurements, the measurements to be made parallel with the ground slope along the 
line of the completed temporary silt fence, deducting the widths of openings.  

The contract price paid per linear foot for “Temporary Silt Fence” shall include full 
compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for 
doing all the work involved in installing temporary silt fence, complete in place, including trench 
excavation and backfill, and maintenance and removal of temporary silt fence as specified in 
the Standard Specifications and these special provisions, and as directed by the Engineer. 

The contract price paid per linear foot of “Temporary Silt Fence” shall also include the cost to 
furnish, haul, place, grade, and remove the clean sand or gravel used to mount the temporary 
silt fence. 

No adjustment of compensation will be made for any increase or decrease in the quantities of 
temporary silt fence required, regardless of the reason for the increase or decrease. The 
provisions in Section 4-1.03B, "Increased or Decreased Quantities," of the Standard 
Specifications shall not apply to temporary silt fence. 
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Item 2:  The Construction Details (Special Provisio ns) are revised as follows: 
 

The following attached Biological Opinion shall be appended to Appendix C (Permits) of 
the Construction Details: 

 
1. United States Department of the Interior Fish and Wildlife Service letter to the United States 

Army Corps of Engineers, dated July 27, 2009. 
 
2. United States Department of the Interior Fish and Wildlife Service letter to the United States 

Army Corps of Engineers, dated May 18, 2008 
 
 

Item 3:  The Bid Form is revised as follows: 
 
Bid item No. 52 “Temporary Silt Fence” is added to the Bid Form. Both Pages P-15 and 
P-16 of the Special Provisions are reissued as atta ched. 

 
 

 



P-15 

SCHEDULE OF BID PRICES* 
*MODIFIED PER ADDENDUM No. 2 

 
Item 
No. 

 
Unit Quantity 

 
Description 

 
Unit Price 

 
Extended 
Amount 

1 LS 1 Traffic Control System $  $  

2 LS 1 Clearing and Grubbing $  $  

3 LS 1 Construction Area Signs  $  $  

4 SF 532 Reconstruct Sidewalk $  $  

5 EA 1 Reconstruct Gate $  $  

6 LF 168 Remove Fence 
$  $  

7 CY 4 Remove Concrete (Ditch Lining) 
$  $  

8 LF 60 Remove 60-inch Reinforced Concrete Pipe $  $  

9 LF 61 Remove 72-inch CSP Culvert $  $  

10 EA 1 Remove Manhole $ $ 

11 CY 6 Remove Concreted Rock Slope Protection (Partial) $  $  

12 LF 234 Remove Traffic Striping –Detail 21 (Thermoplastic) $  $  

13 LF 427 Remove Traffic Striping –Detail 27B (Thermoplastic) $  $  

14 LS 1 Relocate Electrolier $  $  

15 LS 1 Excavation Safety (Shoring) $  $  

16 LS 1 Dewatering $  $  

17 CY 1,010 Wall Excavation (F) $  $  

18 CY 159 Over-Excavation and Structure Backfill (Culvert) $  $  

19 CY 159 Over-Excavation and Bridging Material (Culvert) $  $  

20 CY 144 Over-Excavation and Structure Backfill (Walls) $  $  

21 CY 843 Import Borrow $  $  

22 SQYD 5,822 Erosion Control (Type D) $  $  

23 EA 2 Portable Changeable Message Sign $  $  

24 SF 21,782 Temporary Roadway (3” HMA / 8” CL2AB) $  $  

25 LF 2 Temporary Type III Barricade $  $  

26 LF 929 Temporary Traffic Striping –Detail 21 (Paint) $  $  

27 EA 1,858 Temporary Traffic Striping –Detail 27B (Paint) $  $  

28 EA 33 Temporary Surface Mounted Channelizers $  $  

29 EA 113 Temporary Portable Channelizers $  $  

30 LF 440 Temporary Railing (Type K) $  $  

31 EA 3 Temporary Crash Cushion (Array TS11) $  $  

Title: Markley Creek Culvert 
Replacement Project in Antioch, CA  
(P.W. 141-9)  

 

Bids to be received by 2:00 p.m.
April 17, 2012   
Office of the City Clerk,  
City Hall, Antioch, CA 
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P-16 

 
Item 
No. 

 
Unit Quantity 

 
Description 

 
Unit Price 

 
Extended 
Amount 

32 EA 2 Temporary Crash Cushion System (Type 350) $  
$  

33 CY 575 Salvage Rock Slope Protection (Light) $  $  

34 SF 1,850 Reconstruct Roadway (6” HMA / 18” CL2AB) $  $  

35 LF 872 Reconstruct Fence $  $  

36 LS 1 Irrigation System Restoration $  $  

37 LF 308 Traffic Striping –Detail 21 (Thermoplastic) $  $  

38 LF 574 Traffic Striping –Detail 27B (Thermoplastic) $  $  

39 CY 253 Concrete Structures (Headwall, Endwall, Wingwalls) $  $  

40 LS 1 Pipeline Insulation Work $  $  

41 LB 22,916 Reinforcing Steel (Headwall, Endwall, Wingwalls) $  $  

42 LF 163 60-inch Reinforced Concrete Pipe (Class 3) $  $  

43 LF 196 96-inch Reinforced Concrete Pipe (Class 3) $  $  

44 CY 179 Rock Slope Protection (1 Ton, Method A) $  $  

45 CY 422 Rock Slope Protection (Light, Method B) $  $  

46 SF 3,427 Rock Slope Protection Fabric (Type B) $  $  

47 CY 2.63 Concrete (Ditch Lining) $  $  

48 EA 1 Type III Manhole and Precast Manhole Section $  $  

49 LF 27 Chain Link Fence (3.5’ high) $  $  

50 LF 162 Chain Link Railing (3.5’ high) $  $  

51 LS 1 Water Pollution Control $  $  

52 LF 330 Temporary Silt Fence $  $  
 

 
 
 

  

TOTAL BID PRICE 

 

$ 

(F) –Denotes Final Pay Item per Section 9-1.015 of the Standard Specifications 

TOTAL BID PRICE: ___________________________________________________________________ 
                       (Written in Words) 

 
All costs associated with the work required in the Plans and Specifications must be included in 
the bid items.  This certifies that the prices in the proposal include all work as shown in the Plans 
and Specifications necessary to complete the work, in place and in full working order. 

____________________________________ 
                 Signature of Bidder 

___________________________________ 
             Company Name Printed 
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